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Piston Fast Jack Head
By PureEdge Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 517 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 57.44

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . . LED/9W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 1.8"W x 1.21"H x 3.26"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Piston Fast Jack Head is a compact classic flat
back cylindrical fixture that tilts 90 degrees
vertically and 360 degrees horizontally. Machined
from bullet aluminum with finish in Satin Nickel
or powder coat White with a 1 inch stem length.
Available in four beam spread options with 3000K
color temperature. Integrated 12 volt, 9 watt
integrated LED chip up to 517 lumens. May be
mounted with any 12 volt LED Fast Jack canopy or
Monorail. Includes a Fast Jack connector. ETL
listed. 5 year warranty. Fast Jack canopy required
when used as a monopoint, sold separately.
Product is built to order.

Shown in satin nickel
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