
lightology.com
866-954-4489

06-18-25

Project:

Company:

Location: Fixture Type:

SPEC #: HIN60611

Approved On: Approved By:

Pro Series 12V Transformer
By Hinkley Lighting

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 6.5"W x 18"H x 5.5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Stainless Steel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Pro-Series Transformers are epoxy encapsulated
with a stainless steel enclosure with 3 feet line
cord. Thermal cut-off on the primary side.
Magnetic reset secondary. High capacity terminal
block. 75W and 150W versions are 12V and 15V tap
only. 300W, 600W, 900W versions are 12V-15V tap.
Optional accessories sold separately. Wet rated
for exterior use.

Shown in stainless steel
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