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3IN SQ Mini LED Multiples Adjustable Remodel Housing/Trim
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 994 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90.36

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3500K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable Accent

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . . . . . Remodel NON IC

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Square

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.000"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/11W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 6"W x 4.6"H x 4.1"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 11W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . White / Black Reflector

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

3 Inch Square Mini LED Multiples Adjustable
Downlight Remodel Non IC Housing & Trim features a
housing made of die-cast aluminum with an abrasion
resistant powder coat painted finish in black.
Available with one, two, or three lights with a White
trim and a Black or White interior reflector. Housing
includes seven knockouts and four Romex style
wiring connectors provided for ease of installation.
Rated for branch wiring. 120 volt input driver.
Adjustable luminaire with 25 degree vertical tilt and
350 degree horizontal rotation. 30 degree visual cutoff
for glare. Complete unit includes a Non-IC remodel
housing and trim.

Shown in white / black reflector
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