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Counterpoint Linear Pendant
By SONNEMAN - A Way of Light

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 960 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 256.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . Adjustable Cable Length: 72"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 4 x LED/3.75W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 42"L x 4"W x 3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . Bright Satin Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Counterpoint Linear Pendant is visual
balance through tension. Flat disc and deep
cylindrical forms of different sizes are
counterbalanced offset arms in a rotating system
of mass. Includes driver which fits inside junction
box. TRIAC and ELV dimming. Optional Mini Box
Canopy accessory sold separately. Note: 6-light
option not available in Satin White finish.

Shown in bright satin aluminum

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=618173
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