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Monorail LED 150W Surface Mount Electronic Transformer
By PureEdge Lighting

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . . LED/150W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 150W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Monorail LED 150 watt, 12 volt, surface mount
electronic transformer converts 120 volt input to
low-voltage 12 volt output. The decorative surface
mount transformer mounts to a standard 4 inch
square electrical box with round plaster ring or
octagon electrical box (not included). Rail
attaches to one or both side-feed contacts using
push-in conductive connectors (included).
Standard surface mount transformer powers the
rail 1 inch from ceiling. Use with 1 inch standoff's.
Maximum 150 watt load. The 150 watt LED load
can power monorail up to 20 feet long.

Shown in satin nickel
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Notes:
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