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Skylark 300W Electronic Low Voltage Single Pole Dimmer
By Lutron

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 300W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Skylark 300W preset electronic low voltage single
pole dimmer with on/off switch. Neutral wire
connection is required. Features include:
mechanical air-gap switch to disconnect power
load, power failure memory, RFI suppression,
precise color matching for all controls. Available in
White or Ivory gloss. 40 watt minimum load.
Matching wall plates sold separately. UL and CSA
listed.Not UL Listed for LED loads.

Shown in white
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Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=6321

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


