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Halo Pendant
By Kuzco Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1684 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27.16

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/62W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 23.25"W x 3.88"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 62W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Halo Pendant offers a sleek design, featuring
a gently curved rolled aluminum metal ring with
white acrylic that provides soft up and down light
from concealed LEDs within the interior of the
ring that seemingly seems to hover in air.
Available in four sizes.

Shown in white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=657918&option_id=657920
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