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Copernico Suspension
By Artemide

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2549 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 84.97

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/30W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 41"L x 16.2"W x 25.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Copernico Suspension features nine
concentric mobile ellipses. The ellipses rotate
independently on two axes, enabling the light
emission to be directed and numerous spatial
configurations to be obtained at the same time.
When closed, it is completely flat. General light
distribution.

Shown in black
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Notes:
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