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Power Post Stake
By Kichler

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.5"W x 19"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Power Post makes for a fast, one-step
connection. 2 1/4 inch inside diameter accepts
conduit of different sizes. Made of impact and
corrosion resistant PVC. No unsightly junction
boxes or time-taking assembly. Just a trouble-
free installation. Designed for 120 volt line voltage
landscape lighting. Eliminates need for above or
below ground boxes. Built-in stabilizer removes
need for concrete. Accepts 1/2 NPSM thread. UL
and cUL listed for wet locations.

Shown in black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=661087
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