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12V MR8 Recessed In-Ground Light with Cowl
By Kichler

BULB NOT INCLUDED . . . . . . . . . . . . . . . 1 x MR8/G4 (bipin)/3W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.25"W x 3.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . Not Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . Centennial Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

12V MR8 Brass Recessed In-Ground Light with
Cowl in Centennial Brass finish. One 12 volt, MR8
bi-pin LED bulb up to 3 watts is required, but not
included. ETL listed. Suitable for wet locations.
Required transformer sold separately.Includes 5.5
inch plastic sleeve. Works with 1.25 inch Schedule
40 PVC. 1.25 inch core drill option without sleeve.
48 inch of usable #18-2, SPT 1-W leads. Gel-filled
wire nots not included.

Shown in centennial brass

CLICK TO VIEW PRODUCT

Notes:
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	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


