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Suspenders Zig Zag Pendant with Mixed Double Ended Cylinders
By SONNEMAN - A Way of Light

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 8400 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 933.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50°

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 15 x LED/9W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 83"L x 106"W x 10"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 135W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Power Bars suspended at right angles to each
other form a broad composition arrayed across
the plane of the ceiling. Available with a Satin
Black finish. ETL and UL listed.Luminaire 1: 7 x
Duplex 50 Deg CylindersLuminaire 2: 8 x Duplex
Diffused CylindersTransformer Location: Remote

Shown in satin black

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=665937
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