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Magneta Pendant
By Oxygen

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 230 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45.10

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/5.1W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.5"W x 8.08"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5.1W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aged Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . White Opal Glass

Specifications

Description

The Magneta Pendant features plated steel
construction with thick acrylic or blown glass
diffuser. TRIAC and ELV dimming at 120V. 0-10V
dimming at 277V.  Note: Not all options are
available.

Shown in aged brass / white opal glass

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=666335
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