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Prime Double Shade Ceiling Light
By Maxim Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1200 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 184.62

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 3 x LED/6.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16"W x 5.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

Specifications

Description

Prime Double Shade Ceiling Flush Light features
an internal acrylic diffuser that twist locks into
place and a sheer organza outer shade, creating a
sleek clean look without any exposed screws or
knobs. Available in 120V, and 120-277V (for
commercial applications). Dimmable with ELV at
120V only.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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