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Firefrost Freejack Pendant
By Visual Comfort Modern

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 300 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 37.50

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . . . Cord Length: 72"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/8W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.5"W x 7.3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

SHADE COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

Specifications

Description

Firefrost Freejack Pendant features Murano glass
surrounding a frosted raindrop diffuser.
Compatible for use with 1-circuit Monorail track
systems, Kable Lite or Freejack canopy. Chrome
finish not available for use on 1-circuit Monorail.
Halogen: Includes one 12 volt, 50 watt halogen JC
GY6.35 bi-pin lamp. LED: Includes one 12 volt, 8
watt replaceable 3000K Soraa LED module,
90CRI. Supplied with six feet of field-cuttable
suspension cable and a Freejack connector.
Freejack canopy required if used as a monopoint,
sold separately. LED canopy compatible with
both halogen and LED lamp options. Dimmer
type dependent on system transformer (low
voltage magnetic or electronic).
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