
lightology.com
866-954-4489

02-22-26

Project:

Company:

Location: Fixture Type:

SPEC #: NOR674560

Approved On: Approved By:

Cobalt Click RD Retrofit Baffle Downlight
By Nora Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 1000 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 83.33

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Downlight

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4.960"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/12W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4"W x 3.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12W

BODY FINISH . . . . . . . . . . . . . . . . . . . . White Baffle / White Flange

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Cobalt Click round retrofit baffle downlight
allows users to simply click fixture in place
allowing an easy change from a standard
reflector to an application specific reflector in
most existing 4, 5 and 6 inch IC or Non-IC
housings. Supplied with medium base socket
adapter. Includes a 12 watt, 120 volt integral
dimmable LED driver. Dimmable with an
electronic low voltage or TRIAC dimmer, sold
separately. Note: Not all options are available.

Shown in white baffle / white flange

CLICK TO VIEW PRODUCT

Notes:
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