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Mac 120V Track Light
By Nora Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 700 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 40°

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/10W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 2.25"W x 5"H x 3.5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Mac LED Track Light features a die-cast
aluminum body with an eclectic style. Allows
beam spreads to be changed in field (40 degree
beam spread installed and 20 degree beam
spread included). 350 degree horizontal and 90
degree vertical adjustment. Dimmable with an
electronic low voltage dimmer (see attached
manufacturer reference for dimmer
compatibility), sold separately. Compatible with
Nora Lighting NT-300 and Halo 120 volt track
systems. Shown in white
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Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=676539
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