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Gimbal Ring H-Style PAR30 120V Track Light
By Nora Lighting

1 x PAR30S/Medium (E26)/120V LED

OTHER BULB OPTIONS . . . . . . . . . . . 1 x PAR30L/Medium (E26)/120V LED

BULB NOT INCLUDED . . . . . . . . 1 x PAR30/Medium (E26)/75W/120V Halogen

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 3.88"W x 8.38"H x 4.13"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Gimbal Ring PAR30 Rear Loading Track Light
features a die-cast aluminum cylindrical housing
with round back design. Heat rated powder coat
finish. Includes a yoke that provides full
adjustment of light source for aiming and has
single tightening knobs to secure lock on angle
position. Incandescent light source dimmable
with a standard incandescent dimmer. Consult
with bulb manufacturer for dimmer compatibility
when using LED equivalent. Compatible with
Nora Lighting NT-300 or Halo 1-circuit 120 volt
track system.

Shown in white

CLICK TO VIEW PRODUCT

Notes:
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