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Raindrop Pendant
By LZF

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 228 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45.60

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . Spain

BULB INCLUDED . . . . . . . . . . . . . . . . . . . . 1 x JCD/G9/5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 8.7"W x 14.2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Ivory White

Specifications

Description

The Raindrop Pendant designed by Javier
Herrero, has the simple beauty of a stationary
raindrop, a small and glistening droplet that
instead of falling, remains in a state of suspended
animation. Supplied with an 8 foot steel cable,
transparent electrical cable, and a Brushed Nickel
canopy.

Shown in brushed nickel / ivory white

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=74773&option_id=74764
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