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6 Series Smart Dim Retrofit Recessed Reflector
By Elite LED Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 1000 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 66.67

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . 3000K Warm Dim

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . Drywall Trimless/Flush

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . . . . New construction IC

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6.000"

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/15W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 7.4"W x 4.4"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The RL629 6 Inch Smart Dim Retrofit Reflector has
been engineered for most 5 and 6 inch incandescent
recessed housings in the market. Includes medium
Edison base adapter for retrofitting into existing
housing. Glare reducing cut-off angle of 55 degrees.
High performance optic hides LED chip image.
Features Smart Dim technology allowing color
temperature to be dimmed from 3000K-1600K. LED
driver is rated for 50 to 60HZ at 120V input, produces
less than 20 percent THD, and has a power factor
between 0.90 and 1.00. Dimmable down to 15
percent of initial light output with compatible
dimmers (see attached manufacturer spec for
dimmer compatibility information).
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