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Talo Linear Suspension
By Artemide

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 3339 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85.62

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . Max Overall Height: 63"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/39W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 36"L x 3"W x 3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Talo Linear Suspension features a body in
extruded aluminum and a thermoplastic resin
canopy. The pendant's elongated form makes it a
natural fit above a desk, counter, or bar. Lower
diffuser in opal polycarbonate. Direct/indirect
light distribution.

Shown in white
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