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Endurance 54W Outdoor Flood Light
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 3445 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 65.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3500K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 52°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/53W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 6"W x 4.75"H x 4.9"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 53W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . Architectural Graphite

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Endurance Outdoor Flood Light features a die
cast aluminum factory sealed housing available in
Architectural White, Architectural Black,
Architectural Graphite, or Architectural Bronze.
Features a heavy duty 0.50 inch threaded
mounting arm with 360 degree horizontal
rotation and 90 degree vertical aiming.
Equivalent to 150 watt HID. Dimmable to 10
percent with low-voltage electronic dimmers.
Includes two different canopies for surface mount
or recessed junction boxes. May be wall or ceiling
mounted. Photo and motion sensor available,
sold separately.

Shown in architectural graphite
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