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Silo X20 Beamshift Monopoint
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 985 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 49.25

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM SPREAD . . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 60000 hours

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/20W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 6"L x 2.73"W x 6"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Silo X20 Beamshift Monopoint offers superior
light output in a small, unobtrusive design with a
wide range of dynamic beam adjustment. Ideal
for residential, retail, and lower mounting height
commercial applications. Continuously adjustable
beam angle from 15 to 50 degrees. Die-cast
aluminum construction finished in White, Black,
or Brushed Nickel with rotatable front face.
Outperforms halogen 75 watt MR16 bulbs.
Available with or without an extension stem- No
stem, 6, 12, 18, 24, 36, or 48 inch length. Choice of
2700K, 3000K, 3500K, or 4000K color
temperature.

Shown in black
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