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96W 24V DC Class 2 Enclosed Electronic Power Supply
By WAC Lighting

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 12.625"L x 3.25"W x 2"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 96W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The 96 Watt 24VDC Class II Enclosed Electronic
Power Supply features 120-277VAC, 50/60Hz
input, and built-in auto reset, soft start, short and
overload circuit. Min/Max load requirement:
1W/96W. Includes a 6 foot lead wire. UL listed.
Suitable for damp locations. Dimmable with an
electronic low voltage (ELV) dimmer, sold
separately.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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