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Signal Horizontal Suspension
By CVL Luminaires

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1600 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 94.12

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

PRODUCT DIMENSIONS . . . . . . Adjustable Sheathed Metal Cable Length: 79"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . France

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/17W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 30.2"L x 1.6"W x 1.6"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opal

Specifications

Description

The Signal Horizontal Suspension brings a clean
simple look to your interior space. Features an
Opal satin polycarbonate diffuser in a variety of
finishes. Includes a 24 volt power supply inside
canopy and cover plate for US junction box (not
shown in images). Phase dimming.

Shown in satin brass / opal

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=770393
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