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2LED 2IN RD Downlight Cone Trim
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Description

The 2LED Gen2 2 inch aperture recessed
downlight cone trim includes a dimmable LED
module with four color temperature, two CRI, and
three field interchangeable optic options.
Features die-cast beveled knife edge trim ring
available in White, Black, Satin Nickel or Brushed
Bronze. Spun aluminum reflectors available in
Clear, Haze, Wheat Haze, Black and White
finishes. Note: Dimmer type dependent on
voltage of driver assembly (120V or 120/277V
MVOLT). Note: A complete fixture includes a
mounting frame/driver assembly and trim, sold
separately.

Specifications

REFLECTOR/BAFFLECOLOR . . . . . . . . . . . . oo N/A
BODYFINISH . . . . . . . ... White / Haze
WATTAGE . . . . . . o e now
DIMMER . . . . . o N/A
DIMENSIONS . . . . . . . . ... 312"W x 4.12"H
INTEGRATED LEDMODULE . . . . . . . . . .. ... .. 1x LED/10W/120V LED

Technical Information

APERTURESIZE . . . . . . . . . oot 2.000"
APERTURE SHAPE . . . . . . . . . . . o it Round
CEILINGTYPE . . . . . . . . o Drywall with Trim
FUNCTION . . . . o o o e Downlight
LAMPLIFE . . . . 50000 hours
BEAMANGLE . . . . . . . . 18°
COLORRENDERING . . . . . . . o oo e e e 80 CRI
LAMP COLOR . .« v v v v vttt e s 2700K
LUMENS/WATT . . . . o oo s e e e 100.00
LUMINOUS FLUX . . . . . . oo e 1000 lumens

Shown in white / haze
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