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String Lights Cone Pendant with Base
By FLOS

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1980 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 76.15

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 93 CRI

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/26W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 480"L x 7.5"W x 6.3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Included

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 26W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

Specifications

Description

String Lights, designed by Michael Anastassiades,
provides diffused light with a  Matte Black
varnished die-cast aluminum body coated with
clear soft-touch varnish. Suspension system with
Kevlar reinforced coaxial cable. Fixture should be
relaxed and then re-tightened 24-hours after
installation. Available with 1 or 2 lights. Includes a
base power supply with floor switch that plugs
into the wall and 40 or 72 feet of cord. Cannot be
dimmed from a switch; must be dimmed with
Apple or Android Bluetooth app or directly on the
fixture.
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