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Bolt Monorail 1-Circuit Head
By Visual Comfort Architectural

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

BULB NOT INCLUDED . . . . . . . . . . . . . 1 x MR16/GU5.3 (bipin)/7W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 3"L x 1"W x 1.6"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

Bolt Monorail 1-Circuit Head provides focused
light with its 360 degree rotation and 90 degree
pivot with a concealed MR16 lamp (not included).
Available in two stem lengths. Includes Monorail
1-circuit freejack connector. Compatible with
Monorail 1-circuit track system. Dimmer type
dependent on system transformer (ELV or MLV).

Shown in satin nickel

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=812971
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