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2LED Gen2 2IN 1000LM IC Mounting Frame/Driver Assembly
By Juno Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 1000 lumens

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . . . Drywall with Trim

HOUSING TYPE . . . . . . . . . . . . . . . . . . . . . . . New construction IC

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 4"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.000"

Technical Information

BULB . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 9.56"W x 4.12"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Silver

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

This 2LED Gen 2 mounting frame/driver assembly
was specifically developed as a modular unit to
pair with Juno 2-inch LED Gen 2 trim modules.
Luminaire produces up to 1000 lumens and is
available with optical distributions approximating
that of 75W MR16 halogen lamps. 120V:
Dimmable with forward/reverse phase cut
dimmers. 120/277V: Dimmable with 0-10V
dimmers. Note: A complete fixture includes a
mounting frame/driver assembly and trim, sold
separately. Shown in silver
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Notes:
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