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Jewel Linear Multi Light Pendant
By Axolight

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 2013 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 309.69

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35°

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 3 x LED/6.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 39"L x 4.38"W x 14.63"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19.5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Jewel Multi Light Pendant offers a sleek,
modern look, featuring three pendants
suspended from a linear canopy, defined by its
double crossed nylon and recycled glass fiber
arches with aluminum conical shades. Includes
LED driver with Phase Cut dimming and
backplate to cover standard junction box.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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