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Charge LED 3 Light Track Kit 120V
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2550 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 231.82

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 45°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 3 x LED/11W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 48"W x 5.88"H x 2.38"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 33W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Charge 120V 3-Light Track Kit includes an H-
style four foot section of track, three Charge LED
heads, and a floating canopy. Constructed of die-
cast aluminum and a frosted TIR lens with a 45
degree beam angle. Heads feature 350 degree
horizontal and 90 degree vertical aiming. Each
head equivalent to a 65 watt MR16 (850 delivered
lumens per head). Dimmable 100 to 10 percent
using an electronic low voltage dimmer or 100 to
5 percent with a TRIAC dimmer, sold separately.

Notes:

https://www.lightology.com/

	Project 1: 
	Company 1: 
	Location 1: 
	FixtureType 1: 
	ApprovedOn 1: 
	ApprovedBy 1: 


