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Revel Monopoint Pendant
By Visual Comfort Architectural

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 140 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17.50

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . . 1 x LED/8W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 82.1"L x 2.6"W x 10.1"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

Specifications

Description

Revel LED Monopoint Pendant captures light in
motion with a sleek laser-cut metal surface
allowing light to shine through the inner white
case glass diffuser. Shade available in Antique
Bronze, Satin Nickel, Gloss Black or Gloss White.
Canopy finish available in Antique Bronze or Satin
Nickel. Includes an 8 watt, 12 volt replaceable
3000K LED SORAA module, 90 CRI, six feet of
field-cuttable suspension cable, and a round flush
mount canopy. ETL listed. 2.6 inch diameter x 10.1
inch height x 82.1 inch overall length. Shown in satin nickel / satin nickel
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