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Taper 12V Horizontal Step Light
By Hinkley Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 160 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 84.21

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/1.9W/12V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 5"W x 3.5"H x 1"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Magnetic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Etched Glass

Specifications

Description

Seamlessly blending into architectural elements
inside or outside the home, the Taper beautifully
illuminates stairs, walkways, or patio spaces. Made
of aluminum and featuring an etched lens, this
recessed low voltage step light expands time
spent in outdoor living spaces and increases
safety and security. Note: A low voltage
transformer is required and sold separately.

Shown in satin white / etched glass

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=856277
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