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Brilliant HL MR16 GU10 Base 9W 120V 25Deg 2700K 90CRI
By Soraa

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 690 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 76.67

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25°

CENTER BEAM CBCP . . . . . . . . . . . . . . . . . . . . . 3550 candlepower

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35000 hours

Technical Information

BULB . . . . . . . . . . . . . . . . . . . . . . . . 1 x MR16/GU10/9W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.96"W x 2.1"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Silver

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Brilliant HL 120 Volt 9 Watt MR16 GU10 Base
LED produces over 100 lumens more than the
existing Brilliant product line. Offered in three
beam angle options in Very Warm White 2700K
or Warm White 3000K color temperature, 90CRI.
690 to 725 lumen output range. Average lamp life
35,000 hours. Consult with manufacturer for
dimmer compatibility. UL listed. Suitable for
indoor and outdoor damp locations and enclosed
fixtures. 3 year or 25,000 hour (whichever comes
first) warranty. Title 24/JA8 and Title 20 compliant. Shown in silver

CLICK TO VIEW PRODUCT
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