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Float Linear Pendant
By Blackjack Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 2932 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 75.18

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/39W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . 48.1"L x 1.3"W x 1.7"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 39W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opal

Specifications

Description

The Float Linear Pendant features stamped steel
construction with an extruded opal white acrylic
diffuser. Includes dimmable LED module with
driver located in canopy housing. Supplied with
two 72 inch black support cables. ETL listed.
Damp location rated. Dimmable with a TRIAC
dimmer, sold separately.

Shown in satin nickel / opal
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Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=872215
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