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SOL Pendant
By Seed Design

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1785 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 85.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . Max Overall Height: 118.1

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/21W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 17.7"W x 1.3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 21W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Matte Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Shiny Copper

Specifications

Description

The SOL Pendant has a low-key design with
elaborate consideration. The ring like shade is
finely affixed to a metallic luster balance bar,
demonstrating the definition of understated
luxury. The adjustable ring tilt allows the pendant
to function almost like a planet floating around
stars. The invisible LED strip makes the light
source impeccable, with a gradual dimming
capability, rendering it possible for you to re-
create your own personal sunrise and sunset.
Integrated dimmable LED driver (dimmable with
a TRIAC dimmer, sold separately). Available in two
sizes with a Matte Black with Shiny Copper finish.
Canopy: 4.6 inch diameter. ETL listed.

Shown in matte black / shiny copper
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