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Linea Slim Cylinder Pendant
By DALS Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 300 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10.34

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/29W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.9"W x 60"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Linea Slim Cylinder Pendant features a
vertical light strip with a frosted reflector running
along the side of the pendant. Available in Black
finish in four height options. Switch-selectable
color temperature (3000K/3500K/4000K) and
integrated dimmable driver. Canopy mounts to a
4 inch octagon junction box. 120-277V integral
driver, dimmable with TRIAC, electronic low
voltage and 0-10V dimmers, sold separately.

Shown in black
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Notes:
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