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Miniquadro Outdoor Bollard Light
By Ghidini Illuminazione

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1469 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 122.42

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 180°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . . Italy

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/12W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . 2.36"W x 11.81"H x 2.36"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Dimmable

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . Anthracite Grey

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opal

Specifications

Description

The Miniquadro Outdoor Bollard features
aluminum alloy construction with a texturized
polyester powder paint finish. Offered in three
height options. Designed to illuminate avenues,
walkways, pathways, gardens and parks without
glare. Available in a 180 degree symmetric beam
emission option with an opal polycarbonate
diffuser, or 360 degree symmetric beam emission
option with a clear polycarbonate diffuser.
Integral 120 volt, 12 watt LED module, 3000K color
temperature. IP65 rated for wet locations. CE
listed.
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