
lightology.com
866-954-4489

07-15-25

Project:

Company:

Location: Fixture Type:

SPEC #: WAC895768

Approved On: Approved By:

120V LED201 Vertical Step / Wall Light
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . . 68 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17.44

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/3.9W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 3"W x 5"H x 1.5"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3.9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The LED201 Outdoor Step and Wall Light is a low
profile, flush to wall vertical rectangle step light
with anti-microbial White powder coat paint
proven to restrain a wide range of bacteria,
coliform, mold, fungus, algae, and yeast.
Designed for safety and style on stairways, patios,
decks, balcony areas, walkways and building
perimeters. Offered in Amber, 2700K and 3000K
color temperature. 120 volt direct wiring with no
driver required. Die-cast aluminum construction
with no visible hardware. Title 24/JA8 compliant.
UL listed for wet locations. Dims to 10 percent
with electronic low voltage (ELV) dimmer, sold
separately.

Shown in white
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Notes:
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