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Calcium Up-Light Pendant
By Two Parts

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 800 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61.54

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 95 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . Adjustable Cable Length: 240"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . United States

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/13W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 20.4"W x 1.7"H x 14.6"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . White

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear

Specifications

Description

The Calcium Pendant features a clean and
modern design with a four point star structure,
with outstretched arms. The milky white glow
shines above the fixture giving it a warm
ambiance. Includes canopy and driver. 1-Light
includes a 25 Watt 12V driver (3.1L x 1.5W x 1H)
which fits inside most junction boxes, TRIAC, ELV,
0-10V dimming.2-Light and 3-Light options
include a 40 Watt driver (3.5 x 2.5 x 1.2 in), TRIAC,
ELV, 0-10V dimming.

Shown in white / clear
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