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Spun LED Pendant
By AFX

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 1000 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 100.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . Adjustable Cable Length: 108"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/10W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 5"W x 16.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 0-10V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear Spun

Specifications

Description

The Spun LED Pendant is an eye catching,
compact solution to several applications. Hang
over a bedside table, a reception desk, in a
restaurant or grouped over a kitchen island or
dining table. Suspended by coax cable that can
be cut to height at time of installation.Choice of
3000K or 4000K color temperature. Option of
LED drivers, either residential - 120 volt (TRIAC/
ELV dimming) or commercial 120-277 volt (0-10V
dimming). Canopy: 5.5 inch diameter.

Shown in satin nickel / clear spun
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