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Volo Linear Pendant
By WAC Lighting

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 3045 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 69.20

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 35°

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 54000 hours

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . 1 x LED/44W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 74.5"L x 1.5"W x 3.25"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 44W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . Brushed Aluminum

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Frosted

Specifications

Description

The Volo Linear Pendant is a luminous linear
pendant with brushed aluminum finish in a sleek
design that works in any contemporary interior.
Driver concealed within the canopy. TRIAC, ELV
and 0-10V dimming for 44 and 54 inch lengths.
ELV and 0-10V dimming only for 75 inch length.

Shown in brushed aluminum / frosted

CLICK TO VIEW PRODUCT

Notes:
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