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Balance 1.0 Pendant
By SkLO

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 900 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . . . . . . . . Canopy: 5" diameter

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . Czech Republic

BULB INCLUDED . . . . . . . . . . . . . . . . . . . 2 x JCD/G9/4.5W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 45"L x 7"W x 24"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Standard 120V

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 9W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . Brushed Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Opaque White

Specifications

Description

The Balance 1.0 Pendant's sculptural aesthetic is
rooted in minimalism. A metal frame supports
two handmade spherical glass diffusers that
feature the signature SkLO double-dipped, fire-
polished mouths which show where the glass is
broken from the blower's pipe, making each one
unique. Note: Overall drop rod length must be
specified when ordering - 36 to 60 inches.
Custom drop lengths over 60 inches available for
an additional fee. Not compatible with sloped
ceilings. Shown in brushed brass / opaque white

CLICK TO VIEW PRODUCT
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