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Brox Linear Pendant
By Visual Comfort Architectural

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 2373 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 61.16

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70000 hours

PRODUCT DIMENSIONS . . . . . . . . . . . . Min / Max Overall Height: 20" / 158"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 1 x LED/38.8W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . 49"L x 13"W x 14"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 38.8W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Brox Linear Pendant is a pre-configured 48
inch rectangle system to be used as a stand-
alone fixture. Light bars rotate 360 degrees and
are lockable for direct or indirect illumination.
System includes all components required for
installation (see attached installation
instructions). May be installed horizontally or
vertically. Includes surface mount canopy with
power supply. Can be installed on a slope ceiling
up to 45 degrees. Dimmable with most electronic
low voltage (ELV) or Triac dimmers, sold
separately.

Shown in black
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