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Tali Pendant
By Oxygen

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 834 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 397.14

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 11 x LED/2.1W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . 33.125"L x 9.25"W x 24.375"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23.1W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Aged Brass

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear Bubble Glass

Specifications

Description

The Tali Pendant features a modern design with
the combination of its Clear Bubble Glass diffuser
complemented by the Aged Brass or Satin Nickel
finish making it the perfect addition to any Mid-
Century Modern or Contemporary home. Mounts
to 4 inch Octagonal J-Box. ETL listed, damp
locations.

Shown in aged brass / clear bubble glass

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=928496&option_id=928497
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