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Miro Pendant
By Oxygen by Quorum

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 2428 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1,156.19

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . . Downrods: 2-8", 2-12", and 3-16"

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . . . 37 x LED/2.1W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 26"W x 28.5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 77.7W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Nickel

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . Clear Bubble Acrylic

Specifications

Description

The Miro Pendant features a clean and simple
design with 37 lights of different sizes stemming
from one central location. Available with a Satin
Nickel or Aged Brass finish.

Shown in satin nickel / clear bubble acrylic

CLICK TO VIEW PRODUCT

Notes:

https://www.lightology.com/index.php?module=prod_detail&prod_id=928498
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