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Pilot Outdoor Wall Sconce
By Oxygen

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 328 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 131.20

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 80 CRI

Technical Information

COUNTRY OF ORIGIN . . . . . . . . . . . . . . . . . . . . . . . . . . . China

INTEGRATED LED MODULE . . . . . . . . . . . . . 2 x LED/2.5W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . 5.125"W x 6.25"H x 5.125"D

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Pilot Outdoor Wall Sconce features a clean
and simple design with a cone shape made of
Cast Aluminum. Available in a Black or Brushed
Aluminum finish. Includes and uplight and
downlight. Mounts to 4 inch octagonal j-box. ETL
listed, wet locations. Installer must provide a bead
of caulk between fixture housing and mounting
surface.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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