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Meclisse Multi-Light Pendant
By SONNEMAN - A Way of Light

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . 4270 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 427.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . Overall Height: 12" min / 84" max

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . 5 x LED/10W/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . 21.5"W x 12"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . Etched Ribbed Glass

Specifications

Description

The Meclisse Multi-Light Pendant features
circular discs shielding an LED light source,
providing illumination through the ribbed glass
disc. Available in Polished Chrome or Satin Black
finish with clear or etched glass discs. Suspended
from lariats. Includes 10 feet field adjustable
suspension cable. UL listed. Suitable for damp
locations. Dimmable with a Triac, electronic low
voltage (ELV), or 0-10V dimmer, sold separately.

Shown in satin black / etched ribbed glass

CLICK TO VIEW PRODUCT

Notes:
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