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Trimmed Aperture LED Light Module
By Visual Comfort Architectural

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2700K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

BEAM ANGLE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20°

CENTER BEAM CBCP . . . . . . . . . . . . . . . . . . . . . 4973 candlepower

LAMP LIFE . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50000 hours

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . Adjustable Accent

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Round

APERTURE SIZE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 2.800"

Technical Information

BULB NOT INCLUDED . . . . . . . . . . . . . . . . . . . 1 x LED/120-277V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . . . . 5"L x 5"W x 5"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The trimmed aperture adjustable light module is
available in 2700K, 3000K and 3500K color
temperature options with 20, 30, 40 or 60 degree
beam angle and 80 or 90CRI. Finish in Black or
White. Accepts up to two optical lenses, sold
separately. Note: A complete fixture requires a
housing, light module (must order corresponding
number of modules based on housing size), and
trim, sold separately. Wattage dependent on high
or low output of housing.

Shown in black

CLICK TO VIEW PRODUCT

Notes:
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