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Tela Linear Pendant
By SONNEMAN - A Way of Light

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1470 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 98.00

LAMP COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3000K

COLOR RENDERING . . . . . . . . . . . . . . . . . . . . . . . . . . . . 90 CRI

PRODUCT DIMENSIONS . . . . . . . . . . . . . Overall Height: 5" min / 77" max

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/15W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 40"L x 4.5"W x 3.75"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 15W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . Satin Black

COLOR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The Tela Linear Pendant features a draped
reflector over a tubular fixture which directs the
light downward.  Includes dimmable LED module
with LED driver which mounts inside outlet box.
Tela can be used as a single fixture or in an end-
to-end configuration of multiple lengths.
Dimmable with a Triac or electronic low voltage
(ELV) dimmer, sold separately. Note: A coupler kit
may be ordered in conjunction with multiple Tela
Pendants, to seamlessly connect multiple
pendants together for larger spaces, sold
separately.

Shown in satin black
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