
lightology.com
866-954-4489

06-18-25

Project:

Company:

Location: Fixture Type:

SPEC #: ELE939609

Approved On: Approved By:

Element 4IN SQ Flangeless Wall Wash New Construction Housing
By Visual Comfort Architectural

LUMINOUS FLUX . . . . . . . . . . . . . . . . . . . . . . . . . . 1319 lumens

LUMENS/WATT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 77.59

FUNCTION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Wall Washer

CEILING TYPE . . . . . . . . . . . . . . . . . . . . . . . Drywall Trimless/Flush

HOUSING TYPE . . . . . . . . . . . . . . . . New construction NON IC Airtight

HOUSING HEIGHT . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5"

APERTURE SHAPE . . . . . . . . . . . . . . . . . . . . . . . . . . . Square

Technical Information

INTEGRATED LED MODULE . . . . . . . . . . . . . . . . 1 x LED/17W/120V LED

DIMENSIONS . . . . . . . . . . . . . . . . . . . . . . . 14.5"L x 11.5"W x 5.3"H

DIMMER . . . . . . . . . . . . . . . . . . . . . . . . Low Voltage Electronic

WATTAGE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17W

BODY FINISH . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Black

REFLECTOR/BAFFLE COLOR . . . . . . . . . . . . . . . . . . . . . . . . N/A

Specifications

Description

The 4 Inch Square Flangeless Wall Wash Non-IC
Airtight and IC Airtight New Construction
Housing is constructed of heavy gauge cold rolled
steel with a durable Black powder coat finish.
Includes low output 17 watt or high output 29
watt (1319/2000 lumens static white, 1000/1875
lumens warm dim), 120 volt LED module. 4.5 inch
ceiling cut out. ETL listed. Wet rated. Title 24
compliant. 5 year warranty. Note: A complete
fixture requires a housing and trim, sold
separately. Shown in black

CLICK TO VIEW PRODUCT
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